
     

Thermography Laboratory
High-resolution infrared thermography systems THV 900 and Therma CAM SC3000 with different optics and lens
attachments and following performance parameters

Blackbody calibration source M335 (microns)

Sika high temperature calibrator TP28850

 

The thermal imaging system is used in many research projects , especially for the determination of heat transfer coefficients. The
applications range starts from the low temperature range to the high temperature range.
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Temperature range from -30 ° C to 2000 ° C
local resolution to 0.2 mm per pixel
Frame rate 30 Hz
Fast LineScan ( about 2500 lines / second) - 5 ° - and 20 °
Optics each with Close-up lens
Evaluationsoftware AGEMATM Research
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Temperature range of 300 to 1500 ° C
Cavity depth 150 mm
Cavity diameter 17 mm
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Temperature range: ambient temperatur to 850 ° C
block bore 18 mm , depth 100 mm
different transition sleeves
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Warming up of a swimmer ‣

Pouring ladle ‣

http://www.ovgu.de
https://www.ltv.ovgu.de/ltv_media/Bilder/LTV/Technik/Thermografielabor/Erw%C3%A4rmung_eines_Schwimmers-p-248.jpg


Technology
PC and Server Technology of Thermodynamics
Pilot Plant Rotary Kilns
Thermal Analytical Laboratory
Thermal Laboratory
Thermography Laboratory
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Melting bath during melting ‣
Comparison of refurbished and unrefurbished facade ‣
Rolled material cooling ‣

https://www.ltv.ovgu.de/ltv/en/Technology.html
https://www.ltv.ovgu.de/ltv/en/Technology/PC+and+Server+Technology+of+Thermodynamics.html
https://www.ltv.ovgu.de/ltv/en/Technology/Pilot+Plant+Rotary+Kilns.html
https://www.ltv.ovgu.de/ltv/en/Technology/Thermal+Analytical+Laboratory.html
https://www.ltv.ovgu.de/ltv/en/Technology/Thermal+Laboratory.html
https://www.ltv.ovgu.de/ltv/en/Technology/Thermography+Laboratory.html
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